AMENDMENT NO. 4 DECEMBER 2016 


TO 


IS 8329 : 2000 CENTRIFUGALLY CAST (SPUN) DUCTILE 
TRON PRESSURE PIPES FOR WATER, GAS AND 


SEWAGE — SPECIFICATION 


(Third Revision) 


(Page 1, clause 2) — Substitute the following for the existing clause: 


‘2, REFERENCES 


The following standards contain provisions, which through reference in this 
text, constitute provisions of this standards. At the time of publication, the 
editions indicated were valid. All standards are subject to revision and parties to 
agreements based on this standard are encouraged to investigate the possibility 
of applying the most recent editions of the standards indicated below: 


IS No. 


455 : 1989 
638 : 2004 


1387 : 1993 


1500 : 2005/ 

ISO 6506-1 : 1999 
1608 : 2005/ 

ISO 6892:1998 
5382 : 1985 


6452 : 1989 


6909 : 1990 


Title 


Portland slag cement (fourth revision) 


Specification for sheet rubber jointing and rubber 
insertion jointing (second revision) 


General requirements for supply of metallurgical 
materials (second revision) 


Method for Brinell hardness test for metallic 
materials (third revision) 

Metallic materials — Tensile testing at ambient 
temperature (third revision) 

Rubber sealing ring for gas mains, water mains and 
sewers (first revision) 

Specification for high alumina cement for structural 
use 


Specification for supersulphated cement 


Amendment No. 4 to IS 8329 : 2000 


IS No. 
8112: 1989 
9523 : 2000 


11606 : 1986 
12330 : 1988 
13382 : 2004 


Title 
43 grade ordinary Portland cement (first revision) 
Ductile iron fittings for pressure pipes for water, gas 
and Sewage — Specification (first revision) 
Methods of sampling of cast iron pipes and fittings 
Sulphate resisting Portland cement 


Cast iron specials for mechanical and push-on 
flexible joints for pressure pipelines for water, gas 
and sewage (first revision) 


(Page 5, clause 10.2, line 2) — Substitute ‘230 HBW’ for ‘230 HB’. 


(MTD 6) 
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